


TREE GRATES

TREE GRATES

By applying Tree Grates you first ensure

y. The ground level around the trees
emains the same therefor no dangerous sit-
uations arise. The trees themselves are also
protected. The Tree Grates do not damage
the trunk and roots of trees, Tree Grates also
ensure that water and oxygen can reach the
nderlying frame prevents
toroots

train and dama

Load capacity EN-1433

+ OurTree Grates comply with class A, if
fitted in (ce with regulations
Grates must be supported by load-be-
aring sand cover, split or gravel

MATERIALS
.
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ensive numbe:
our own production we can quickly realise
your wishes in consultation with you. We
produce your own graphic patterns and
specific dimensions (you will need to provide
an DXF file with the required pattern)

Options
Ground spot recess
Cut-out ventilation

Installation
See product sheet tree

tes
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TREE GRATES ROUND

CORTEN STEEL

TREE GRATES SQUARE
(EXEL. FRAME)

CORTEN STEEL
Model A B Cc kg

GGRS980

Description Standard

Model A B Cc kg
(EXEL. FRAME)

TGGR N
o 58
Description Standard 0 86
0 14

GALVANISED STEEL +

POWDER COATING

Model A B Cc W

TREE GRATES FRAME

Specifications
Description Standard

GALVANISED STEEL

Model TGFRR

TREE GRATES FRAME
S@uARE

Specifications

Description Standard

GALVANISED STEEL +
POWDER COATING

Model A B ¢

RSB0 980 980 10 50

GALVANISED STEEL

Model A B ¢ kg

erial thickne: 2mm

Model

Material thicknes 2mm

TCFRSL

GFRS1490

CFRS150 1950
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